
cye TM

© SANEI LTD. 2021





" cye "  has several meanings in Japanese.
1 : Re-,  Again,  Back to an original condition
2 : Colors ,  Colorfulness ,  Brightness  

We re-consider our shower design.  
To be simple and functional.

Be gin a day
New brightness "cye" in your daily life.





SK1841-1S-BW
CHROME

SK1841-1S-MDP-BW
MATTE BLACK

SK1841-1S-NCU-BW
BRASS

Exposed Shower Set
The best matching for a luxurious bathroom.

Quick and accurate temperature control by thermostatic mechanism.

Easy switching flow of overhead shower and hand-held shower

with the round dial diverter.

Choice of three model colors (Chrome, Matte Black, Brass ) available.

Complies with CEC and EPA Water Sense 



SANEI Ltd. was founded in 1954, originally from Osaka Japan.
Our Products are bathroom faucets, shower sets and
bathroom accessories for residential and hospitality use.

Specifications and Dimensions

Brass Metal Aging

Maximum Flow Rate:1.8GPM
Wall Supply Outlet:1/2NPT

Company Name 

EMAIL 

Address 

HP 

SANEI LTD. 

International Sales Team

infousa@sanei-ltd.com

2-7-4 KAMEIDO Koutou-ku Tokyo JAPAN 136-0071

www.sanei-ltd.com

Caution

●Read these instructions carefully before installing and using this product. Please keep this instruction book for future references. 
SANEI LTD. reserves the right to make changes in specifications and materials, also to change or discontinue models, 
which may be done without notice of obligation. These measurements are subject to change or cancellation. 
No responsibility is assumed for use of superseded or voided pages.

9. Clean the inside of water supply pipes

8. Determine the Installation Positions

Caution Possible Damage and Malfunction

Toothbrush or 
equivalent

Pipe

AIJ

Installation Instructions
Installation Method

●SK1841-1S-BW
●SK1841-1S-MDP-BW
●SK1841-1S-NCU-BW

(2) Wrap the crank with sealing tape.

(1) Temporary install the crank and check its rotation.

② Supply joint conditions.

10. Install the Crank

11. Install the Main Body and Handheld Shower

Pinch like this
Keep light tension in tape 
while wrapping

① Keep light tension in the tape and wrap it approximately 10 times clockwise 
as the arrow in the sketch shown.

② Continue wrapping around from the edge of crank with sliding gradually
      as sketch shown.

Sealing tape

Leave 2 to 3 
threads exposed

② Wrap gradually 
toward the 
base

① Wrap near 
the edge

The point is to make 

taping as a bulged shape.

③ Tear off the sealing tape after its 
suitable length wrapped around, 
then pinch the bulged portion to fit 
to the thread perfectly.

●Installation Hole positions.
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Hot water Cold water

Sealing tape

Adjustable wrench 
or similar

Shut-off valve

(3) Connect the cranks 
to the supply pipe

Protect with 
a towel or 
equivalent

Protect with 
a towel 
or equivalent

●If the shut-off valve does not face 
directly down by even a little, 
this will make it difficult to adjust 
open/shut control and to clean 
strainer for maintenance. 
Make sure to install such that 
the shut-off valve faces directly 
down.

●Make sure the two lock nuts 
of cranks are fixed up at same 
line position.

Caution
●If the packings remain 

in the lock nut of crank, 
move and set them to 
check valve surface.

●In order to avoid product damage or 
get injury, pay careful attention not to 
drop heavy faucet body onto the floor 
or onto your body.

●Fix the shut-off valve facing directly 
down to make it possible for water 
supply operation and for cleaning 
the strainers for maintenance.

At the same line

Caution
Do not wrap the sealing tape 
to opposite direction which 
will make it loosen and 
leakage. 

Caution
Do not turn back the crank with 
wrapped seal tapes after 
tightening up to the supply 
pipes. Leakage may happen 
by such loosening.

Caution
●Make sure the crank does not rotate  while 

tightening the lock nuts.
●Tighten the lock nuts of cranks fully to avoid water 

leakage.

Caution

Pinch the sealing tape with a slight 
force to make it strongly fit to thread 
of the cranks. 

(1) Install the main body. (2) Install the handheld shower set.

① Check that the two check 
valves are inserted between 
the main body and the two 
cranks, then tighten the 
lock nuts by hand.

Install the shower hose and handheld shower.② Keep the crank position withou rotating, use 
a monkey wrench or similar to tighten the lock nuts fully. 
(Cover with a towel or equivallent to protect the product 
from scratching.)

② Conical Nut
Nut

Check valve

Main body

Crank
Shower hose

Handheld shower 
with O-ring

Hot water Cold water

Install

Towel or equivalent

Towel or 
equivalent

Adjustable wrench 
or similar

Secure the crank

Height dimension indicating here is just reference,
Decide best position depending on user convenience
and the room space conditions.
Install per the user requirements/conditions.

* 1/2 NPT Female.
* 3 9/16” ～3 3/4” (90～95 mm)
   between 2 supplies.
* 2 supplies are leveled (Horizontal).

Hot and cold supply in wall conditions.

Packing

Packing

Required Dirt and debris remaining in the water supply pipes may cause damage and 
malfunction of faucets and showers.which will not be covered by the warranty.

Remove any sealing tape residue and dirt inside pipes and rinse out pipes
 to ensure that dirt has been completely removed from their inside.

Please ask your specialized plumbers for installation of faucets and shower ,and follow their instruction and precaution.

Check 
valve

① Conical Nut

● Tighten the shower head and conical nut of 
   shower hose properly by hand without using 
   a tool. Follow the sketch how to assemble 
   inner parts in this order.
● Make sure the flow regulating valve and the packing
   is installed into conical nut, and the check valve 
   and spacer is installed into main body.

Packing

Spacer

SCREW
Φ4,5X35mm

SCREW
Φ4,5X45mm

Φ4,5X45mm
SCREW

Hose length 63”

1/2”NPT

OVERHEAD SHOWER

HAND SHOWER
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Installation Instructions

Installation Instructions

Users Manual

Users Manual

Preparation

Installation Method

How to use

Maintenance

① Install the cranks to hot and cold water 
supply pipes respectively. Use an 
adjustable wrench to tighten each 
crank. The actual rotation number to 
install is 1 rotation less than the number 
above you counted in (1) 1 on each 
crank.

② Additinally tighten the cranks as the final rotation 
and set the cranks position where the shut off 
valve facing directly down. Check each crank to 
be tighten enough. Also, check the water leaking 
from the joint now. Close the check valves and 
open the water supply to check the water 
leakage.  
And do not rotate the cranks on counter clock 
wise during instalation.

Stop rotating 
once the shut-off 
valve faces 
directly down

Horizontal

Good

3 9/16” ～ 3 3/4” (90～95 mm)

Not Horizontal

Not Good

5” Too far (Not OK)

Important.

① Put and turn male thread of the crank into 
female thread of the ｗater supply pipes 
in the wall,and check how many rotation 
necessary for the cranks to reach to the 
depth and stops.

3 9/16～3 3/4”

Codes and Standards

ASME A112.18.1 / CSA B125.1CEC
California

SK1841-1S-NCU-BW (Brass Finish)
Brass finish has metal aging on natural metal parts.  
Over time, it will be a rustic and antique look shower set.  


